# Agnieszka Muszyńska <br> ON MOTION OF THE ROTOR <br> IN FLEXIBLE NONLINEAR BEARINGS 

19:1967

WARSZAWA

NA PRAWACH REKOPISU
DO U ZYTKU WEWNETRZNEGO

Zakład Teorii Konstrukcji Maszyn IPPT PAN
Nakład 175 egz. Arkuszy wyd. 1,8 Arkuszy druk. 2,25. Oddanc do drukarni w październiku 1967 r. Wydrukowano w grudniu 1967 r.

WARSZAWSKA DRUKARNIA NAUKOWA
Warszawa, ul. Sniadeckich 8. Zam. 966/o/67.

# ON WOTION OF THE ROTOR <br> IN FLEXIBLE NONLINEAR BEARTINGS 

## Agnieszka Muszyniska

## 1. Introduction. Motion equations of the system.

The high speed rotors represent main and particularly important part of the machines of the rotor type, which have most various applications in technology. When the machines of this type operate at higin speeds coneiderable centrifugal forces arise which can produce detrimental and frequently even dargerous vibration of the whole machine system. Sesides the forced vibration discussed above, rotors can be subjected the other ones, caused by intemal friction, hydrodymamic friction in bearings, aerodynamic friction of medium, and in case of a centrifuge caused by motion of liquid havine free surface at the tank. Those vibrations are of the self-excited character and the frequenties of them are near to frecuency of the rotor free vibration. To prevent vibration effectively it is necessary to solve a lot of problems associated with the dynamics of rotors. Because of complexity of these problems many simplifying assumptions are introduced. For instance, instead of the actual physical system, a certain mechanical model is analyzed. Research, for which a great number of publications is devoted followed two main directions : 1- the rotating system is simulated in the form of an elastic weightless shaft with a disc attached to it/see for instance, publications by Dimentberg, Grobov, Bolotin, Kushul $[1-5] /$; 2- the system is simulated in the form of a rigid shaft rotating in two flexible bearings
／see for instance，puolications by Kelson $[6-8] /$.
In the present work the subject of investigation is a rigid unbalanced vertical rotor suoporte wastically．The rotor carries a tank partly filled by liquid．／Fig．1／．The mass in re－ presents the mass of complete potating system，without taking into account the liquid wass．The zass of＇njolance is repre－ sented by 信，where 立《该．＂e assume that the distribution of masses in the rotating system is symmetric，so that two princi－ pal moments of inertia I are equal each other．Action of the mass 再 is equivalent to the action or an extemal centrifucal force．The rotor is supported in two flexible bearings．The up－ per bearing enables lateral displacements，whereas the lover bearing allows to perform the sherical zotion．It is assumed， that the resultants of slasticity forces $F_{3}^{*}, F_{\underset{3}{*} \text { act in the }}$ plane $Y O Z$ the $y$－axis is inotionless，whereas the $Z$－axis as the symatry axis of the rotor is risidly bound to it／． Moreover，these resultants are assumed to be nonlinear，in ge－ neral，functions of the spring deformations

$$
\mathrm{F}_{\mathrm{B}}^{*}=w \mathrm{~F}_{\mathrm{B}}(\mathrm{w}) \quad, \quad \mathrm{F}_{\mathrm{H}}^{*}=\zeta \mathrm{F}_{\mathrm{H}}(\zeta),
$$

where $w, \zeta$ are deformations of upper and lower spring， respectively．The assumptions conceming $F_{3}$ and $F_{1 i}$ will be given below．

We assume further，that the system is sujjected to the action of damping moment $c_{k} \mathcal{S}$ ，depenting linearly on angular veloci－ ty $\Omega$ of the $O Z-a x \pm s,[9]$ ．

In the case，when the centrifuge $\tan k$ is partiy filled by liquid with mass $M_{1}$ ，moving liquid causes the force proportio－ nal to the rotor deflection velocity in the moving cooruinaies system．Besides of ，the rotor deflections cause the different width of liquid layer in the tank walls and the different pres－ sure on the opposite tank walls［10］，Fi亏． 2.

Under the assumption that the angles $z, y$ of deflection of the rotor $Z$－axis from vertical position in two mutually perpendicular planes are small，the following equatios of mo－


Fig. 1
tion of the rotating system have been derived

$$
\ddot{x}+(a+x) \dot{x}+x\left[F(\rho)+\eta \omega^{2}\right]+\tilde{\mu} \omega \dot{y}+\chi \omega y=-H \omega^{2} \sin \omega t,
$$

$$
\ddot{y}+(a+x) \dot{y}+y\left[F(\rho)+\eta \omega^{2}\right]-\tilde{\mu} \omega \dot{x}-\chi \omega x=H \omega^{2} \cos \omega t,
$$ where $\tilde{\mu}=\frac{I_{Z}}{I}$ - ratio of the axial and equatorial. moment of inertia;

$H=\frac{\bar{m} e R}{I}$ - constant coerficient of the exciting force due to the action of unjalanced zass;
$\omega$ - angliar velocity of the rotor. This velocity is assumed to be constant. It means that any feedback between the system and the source of energy does not exist. Only steady statee are taken into consideration ;
$a=\frac{C_{a}}{I_{2}}$ - constant dazoing coefficient of precession vibration of the rotor ;
$x=\frac{\delta_{1}^{3} \varphi_{1} 1^{2}}{12 \pi \text { in } 3_{1}^{3} I}$ - the effect of liquid with free sureace coefficient ;
$\overline{2}$, - the witin of liquid layer ;
$\rho_{1}$ - damping zoepfizient, dependent fros liquad fiscosity;
$\eta_{n}=\frac{y_{1} 1_{1}^{2}}{I}$ - The liquid mass centrifugal zorce moment
coefeicient ;

$$
\begin{gathered}
j=\sqrt{x^{2}+y^{2}}, \\
P(\rho)=\frac{i}{2}\left[L^{2} F_{3}(w)+s^{2} F_{H}(\zeta)-k g l\right], \\
y=L \rho \quad \zeta=s \rho,
\end{gathered}
$$

with assumption that angies $x, y$ are smail. The remaining notations are presented in Fig. 1 and Fig. 2.

Ye assume, that the functions $F_{3}$ and $F_{B}$ are of the class $C^{\prime}$.
${ }^{3}$ guarantees existence and uniqueness of solutions for the alferential squations $/ 1 /$ at all the points of the space $\{-\infty<x, \dot{x}, y, \dot{y}<\infty, 0 \leqslant t<\infty\}$.


$$
\text { İE. } 2
$$

We shall analyse the equations of motion $/ \uparrow /$ for the following type of the function $F(\rho)$, representing a linear combination of elasticity forces and of gravity force. Namely, let the constants $k^{*}>0, \rho_{0}>0$ be such, that for values of $\rho$ not smailer than $f_{0}$ the following inequalities are satisfied: /2/ $F(\rho)-\eta \omega^{2}>k^{*}, \quad \int_{0}^{\rho} s F(s) d s>\rho^{2} \frac{\eta \omega^{2}}{2}$.
Those assumptions mean that there exist certain rotor deflection, such that elastic force in the bearings is greater than the gravity force of the rotor.
2. Investigation of boundedness of solutions for the equations of motion $/ 1 /$.

The attempts to find the exact general solution for the system of nonlinear differential qquations /1/ in a form which would be convenient for the further physical discussion have failed. In order to answer the fundamental, from the technical point of view, questions we shall apply the method of qualitative analysis.

Ore of the fundamental problems is the boundedness of motion, that is, the ouestion whether the deflections of rotor from the vertical line will increase infinitely in time, or they will not.

We introduce the auxiliary function $V(x, \dot{x}, y, \dot{y})$ writh the following properties : for every arbitrary constant $Q$ there exists in the space $(x, \dot{x}, y, \dot{y})$ the closed surface defined by the equation

$$
V(\mathrm{x}, \dot{\mathrm{x}}, \mathrm{y}, \stackrel{\circ}{\mathrm{y}})=\mathrm{Q}
$$

and for two arbitracy constants $Q_{1}, Q_{2}$ such, that $Q_{1}>Q_{2}$, the surface $V=Q_{2}$ lies inside the domain bounded by the surface $V=Q_{1}$. We deternine the function $V$ for every arbitrary solution $x(t), \dot{x}(t), y(t), \dot{y}(t)$ of the system $/ 1 /$. If $\nabla[x(t), y(t), x(t), y(t)]$ is a function decreasing in time $t$, then the solution $x(t), \dot{x}(t), y(t), \dot{y}(t)$ passes in the space $(x, \dot{x}, y, \dot{y})$ from the surface $V=Q_{1}$ in the direction of the suriace $V=Q_{2}$ lying inside the previous one. It means that the solution $x(t), \dot{x}(t), y(t), \dot{y}(t)$ of the system $/ 1 /$ is bounded.

The function of the following form
/3/

$$
V(x, \dot{x}, y, \dot{y})=\dot{x}^{2}+\dot{y}^{2}+2 \int_{0}^{\sqrt{x^{2}+y^{2}}} s F(s) d s+\varepsilon(x \dot{x}+
$$

$$
+y \dot{y})+\left(x^{2}+y^{2}\right)\left[\frac{(a+x) \varepsilon}{2}-\eta \omega^{2}\right]
$$

possesses the properties mentioned above. E is a constant, which is chosen in such a way that the following inequalities should be satisfied:

$$
\begin{aligned}
& \dot{x}^{2}+\varepsilon x \dot{x}+\frac{(a+\alpha) \varepsilon}{2} x^{2}>0 \text { for } x^{2}+\dot{x}^{2}>0 \\
& \dot{y}^{2}+\varepsilon y \dot{y}+\frac{(a+\alpha) \varepsilon}{2} y^{2}>0 \text { for } y^{2}+\dot{y}^{2}>0
\end{aligned}
$$

It take place if
/4/

$$
\varepsilon<2(a+x) .
$$

The function $V$, defined by the formula /3/ is positive definite for all $x, \dot{x}, y, \dot{y}$, lying outside the sphere

$$
x^{2}+\dot{x}^{2}+y^{2}+\dot{y}^{2}=\rho_{0}^{2}+z_{0}^{2}
$$

where

$$
z_{0}=\frac{\rho_{0}}{2}\left[\varepsilon+\sqrt{\varepsilon^{2}+|(a+x) \varepsilon-2 \tilde{k}|}\right]
$$

The number $\tilde{k}>0$ is defined as follows: for the domain $\rho<\rho_{0}$ there exist a number $\tilde{\mathbb{x}}>0$ such that $F(\rho)>\eta \omega^{2}-\tilde{\mathbb{y}}$. If $F(\rho)>\eta \omega^{2}$ for all $\rho$, then $V$ is positive definite in the whole space ( $x, \dot{x}, y, \dot{y}$ ), provided that $/ 4 /$ holds true. We take an arbitrary solution $x(t), \dot{x}(t), y(t), \dot{y}(t)$ of the system $/ 1 /$ and determine $\frac{d}{d} \frac{V}{t}$ sing this solution :

$$
\begin{aligned}
\frac{d V}{d t} & =(\varepsilon-2 a-\varepsilon \chi)\left(\dot{x}^{2}+\dot{y}^{2}\right)+\omega(\tilde{u} \varepsilon \\
& -\dot{x} \dot{y})-\varepsilon\left[F(\rho)-\eta \omega^{2}\right]\left(x^{2}+y^{2}\right)-2 甘 \omega^{2}(\dot{x} \sin \omega t- \\
& -\dot{y} \cos \omega t)-H \omega^{2} \varepsilon(x \sin \omega t-y \cos \omega t) .
\end{aligned}
$$

We shall determine a region inside which the function $\frac{d V}{d t}$ will be negative definite.

Taking into account $/ 2 /$ for $\rho \geqslant \rho_{0}$ and arbitrary $\dot{x}, \dot{y}$, and also for $\rho<\rho_{0}$ and

$$
\sqrt{\dot{x}^{2}+\dot{y}^{2}}>z_{1}
$$

where

$$
z_{1}=\rho_{0} \sqrt{2} \frac{\omega|\tilde{\mu} \varepsilon-2 x|+\sqrt{\omega^{2}(\tilde{\mu} \varepsilon-2 x)^{2}+2 \varepsilon \tilde{k}(2 z-2 x-\varepsilon)}}{2(22+2 x-\varepsilon)}
$$

the function $\frac{d V}{d t}$ can be estimated as follows :

$$
\frac{d V}{d t} \leqslant(\varepsilon-2 a-2 \chi)\left(\dot{x}^{2}+\dot{y}^{2}\right)+\omega(\tilde{\mu} \varepsilon-2 \chi)(\dot{x} y-
$$

15/

$$
\begin{aligned}
& -x \dot{y})+2 \sqrt{2} H \omega^{2} \sqrt{\dot{x}^{2}+\dot{y}^{2}}+H \omega^{2} \varepsilon \sqrt{2} \sqrt{x^{2}+y^{2}}- \\
& -\varepsilon\left(x^{2}+y^{2}\right) \underline{x}^{*} .
\end{aligned}
$$

We choose such constant number $\delta>0$ that for all $x, \dot{x}$, $\bar{y}$, $\dot{\mathbf{y}}$ not equal simultaneously to zero, the following inequalities are satisfied :

$$
\begin{aligned}
&(\varepsilon-2 a-2 x) \dot{x}^{2}+\omega(\tilde{\mu} \varepsilon-2 \alpha) \dot{x} y-\varepsilon y^{2} k^{*}< \\
&<-\delta\left(\dot{x}^{2}+\alpha y^{2}\right)
\end{aligned}
$$

161

$$
\begin{gathered}
(\varepsilon-2 a-2 x) \dot{y}^{2}-\omega(\tilde{\mu} \varepsilon \cdot-2 x) x \dot{y}-\varepsilon x^{2} k^{*}< \\
<-\sigma\left(y^{2}+\alpha x^{2}\right)
\end{gathered}
$$

where $\alpha$ is a certain constant.
The inequalities $/ 6 /$ are satisfied when
17.

$$
\delta<\frac{1}{2 \alpha}\left\{\alpha(2 a+2 \alpha-\varepsilon)+\varepsilon k^{*}-\right.
$$

$$
\left.-\sqrt{\left[\alpha(2 a-2 \alpha-\varepsilon)-\varepsilon k^{*}\right]^{2}+\alpha \omega^{2}(\tilde{\mu} \varepsilon-2 \alpha)^{2}}\right\} .
$$

To assure positivity of $\delta$, the following inequalities must be satisfied :
/8/

$$
\alpha(2 \alpha+2 a-\ddot{c})+\varepsilon k^{*}>0,
$$

/9/ $\quad 4 \varepsilon k^{*}(2 \alpha+2 a-\varepsilon)-\omega^{2}(\tilde{\mu} \varepsilon-2 \alpha)^{2}>0$. The inequality $/ 8 /$ is satisfied in virtue of $/ 4 /$. From $/ 9 /$ we obtain the following condition :
$/ 10 / \quad \varepsilon_{1}<\varepsilon<\varepsilon_{2}$,
where

$$
\begin{aligned}
& \varepsilon_{1,2}=\frac{2}{\tilde{\mu}^{2} \omega^{2}+4 k^{*}}\left[2 k^{*}(\alpha+a)+\omega^{2} \alpha \tilde{\mu} \pm\right. \\
& \left. \pm 2 \sqrt{k^{*}\left[(a+\alpha)^{2} k^{*}+(a+\alpha) \tilde{\mu} \omega^{2} \alpha-\omega^{2} \alpha^{2}\right]}\right]
\end{aligned}
$$

for which, the following inequality must be satisfied :
/11/ $(a+\gamma)^{2} k^{*}+(a+\gamma) \tilde{\mu} \gamma \omega^{2}-\omega^{2} \alpha^{2}>0$.
The condition /11/ is identical to the condition of asymptotical stability of solutions of the linearized system /1//i.e., for the case $F(\rho)-\eta \omega^{2} \equiv k^{*}>0, H \equiv 0 /$. The solutions of the linearized system have the following form :

$$
x=\sum_{i=1}^{4} A_{i} e^{\gamma_{i} t}, \quad y=\sum_{i=1}^{4} B_{i} e^{\gamma_{i} t}
$$

where

$$
\begin{aligned}
& \gamma_{1,2,3,4}=-\frac{a+\chi}{2} \pm \sqrt{W-G} \pm j\left(\frac{\tilde{\mu} \omega}{2}+\sqrt{W+G}\right) \\
& w= \frac{1}{8} \sqrt{\left[4{k^{*}}^{*}-(a+\chi)^{2}\right]^{2}+\tilde{\mu}^{2} \omega^{2}\left[8{k^{*}}^{*}+2(a+\chi)^{2}+\right.} \\
&-\frac{\left.-\tilde{\mu}^{2} \omega^{2}\right]+16 \omega^{2} \gamma[x-(a+\chi) \tilde{\mu}]}{} \quad, \quad j=\sqrt{-1},
\end{aligned}
$$

$$
G=\frac{4 \xi^{*}+\tilde{\mu}^{2} \omega^{2}-(a+x)^{2}}{8}
$$

From the condition

$$
-\frac{a+x}{2} \pm \sqrt{y-c}<0
$$

we obtain at once the inequality $/ 11 /$. Thus, in the case of linearized system $/ 1 /$, the solutions will be bounded and stable provided that the condition /11/ is satisfied. It results from the linear approximation that existence of the liquid with free surface in the tank of rotor $/ K \neq 0 /$ may cause the instability of vertical position of the device, i.e. unbounded time increase of solutions of the motion equations. Since the assumptrons on nonlinear function $F(\rho)$ admits the form $F(\rho)=$ $=$ const, the condition /11/ should be satisfied to assure the boundedness of solutions for the system of nonlinear equations /1/.

If $\mu \vec{\mu} \geqslant-\frac{x^{*}}{u^{2}}$ /region of subcritical speeds, high goyroscopic coupling/, then the condition /11/ is always satisfied. If $\tilde{\mu}<1-\frac{\varepsilon^{*}}{\omega^{2}}$ overcritical region/ then the condition $/ 11 /$ is satisfied only for a sufficiently strong damping
/12/ $a>\alpha \frac{\omega \sqrt{\tilde{\mu}^{2} \omega^{2}+4 k^{*}}-\tilde{\mu} \omega^{2}-2 k^{*}}{2 k^{*}}$.
Then /12/ is satisfied, the fulfilling of condition /4/ is guaranteed by $/ 10 /$, because $\varepsilon_{2} \leqslant 2(a+\alpha)$, what is easy to show.

It results from the above considerations, that the constant, $\delta$ should be chosen according to the expression / $/ 7 /$ end the constant $\varepsilon$ according to $/ 10 /$. Then the inequality $/ 5 /$ can be presented in virtue of $/ 6 /$ as

113/ $\frac{d V}{2 t} \leqslant-\rho\left(\alpha \delta \rho-\sqrt{2} H \omega^{2} \varepsilon\right)-z\left(\delta z-2 \sqrt{2} H \omega^{2}\right)$,
where

$$
z=\sqrt{\dot{x}^{2}+\dot{y}^{2}}
$$

We transform / 13 / in the following way :

$$
\begin{aligned}
& \frac{d V}{d t} \leqslant-\alpha \delta\left(\rho-\frac{\varepsilon H \omega^{2}}{\alpha \delta \sqrt{2}}\right)^{2}-\delta\left(=-\frac{\sqrt{2} H \omega^{2}}{\delta}\right)^{2}+ \\
&+\frac{H^{2} \omega^{4}\left(\varepsilon^{2}+4 \alpha\right)}{2 \alpha \delta}
\end{aligned}
$$

The function $\frac{d V}{d i}$ will be negative definite for all $x, \dot{x}$, $\mathrm{y}, \dot{\mathrm{y}}$ outside the region

$$
\text { /14/ } \alpha \delta\left(\rho-\frac{\varepsilon H \omega^{2}}{\alpha \delta \sqrt{2}}\right)^{2}-\delta\left(z-\frac{\sqrt{2} H \omega^{2}}{\delta}\right)^{2}<\frac{H^{2} \omega^{4}\left(\varepsilon^{2}+4 \alpha\right)}{2 \alpha \delta} .
$$

Summing up : in the region

$$
\rho>\max \left[\rho_{0}, \frac{\pi \omega^{2} \sqrt{\varepsilon^{2}+4 \alpha}}{\sqrt{2 \alpha \delta}}\right]=\rho^{4}
$$

/15/

$$
z>\max \left[z_{0}, z_{1}, \frac{\pi \omega^{2} \sqrt{\varepsilon^{2}+4 a}}{\sqrt{2 \alpha^{\varepsilon}}}\right]=z^{*},
$$

/where $\varepsilon$ should be chosen from the interval $<\varepsilon_{1}, \varepsilon_{2}>$, the coefficient $\delta$ - according to the inequaiity $/ 7 /$, whereas the coefficient $\alpha$ should be chosen so grea: as possible, what resulte from $/ 14 / /$, the function $V(x, \dot{x}, y, \dot{y})$ is positive definite and its derivative $\frac{d V}{d t}$, determined with taking into account /1/ is negative definite. Hence it results, that the region $/ 15 /$ containts the region of ultimate boundedness of solutions for the system of differertial equations $/ 1 /$. In the course of time sll solutions starting inside tie region /15/
at $t=0$ do not outcome from this region, and those starting outside $/ 15 /$ tend to this region.

In the particular case, when $\mathrm{H} \equiv 0$ and $F(\rho)>\eta \omega^{2}$ for all values of $\rho$, can prove, using the same arguments, the asymptotic convergence of all solutions of equations $/ 1 /$ and the asymptotic stability of the trivial solution $x=\dot{x}=$ $=y=\dot{y}=0$.
3. Periodic solutions of differential equations of motion.

The system of differential equations of motion /1/ possesses the periodic solution
/16/

$$
\begin{aligned}
& x=A \sin (\omega t+\gamma), \\
& y=-A \cos (\omega t+\gamma),
\end{aligned}
$$

describing the orecession vibration of the rotor, if the following algebraic relations are fulfilled :
/17/

$$
\begin{gathered}
A^{2}\left[\omega^{2}(\mu-1)+F(A)\right]^{2}+A^{2} \omega^{2} a^{2}=H^{2} \omega^{4} \\
\gamma=\operatorname{arc} \tan \frac{2 \omega}{\omega^{2}(1-\mu)-F(A)}
\end{gathered}
$$

where A - constant amplitude of the periodic motion, $\tilde{r}^{-}$ phase shift with respect to the phase of exciting force, $\mu=\tilde{\mu}-\eta$.

Observe, that periodic solution /16/ existence/i.e. steady rotor precession/ does not depend from the value of the coefficient $\chi /$ i.e. the same effect is obtained with empty or fullfilled tank/.

We shall point out, that Eq. /17/ can possesses several solutions $A_{i}, i=1,2,3, \ldots$, depending on the form of function $F(A)$.

We shall rewrite Eq. /17/ as follows :
/18/ $\quad F(A)=\omega^{2}(1-\mu) \pm \sqrt{\frac{H^{2} \omega^{4}}{A^{2}}-a^{2} \omega^{2}}$
and seek for solution of this equation using the graphical method. The functions of the left-hand side and the right-hand side of Eq. /18/ will be plotted in plane with the assumption that the abscissa is proportional to $A^{2} /$ Fig. 3/. As it is seen in the figure, if the function $F(A)$ is monotonic, there exist three, two or one solutions of Eq. /18/ /one solution always exists. because the left-hand side of $\mathrm{Eq} . / \mathrm{T} / /$ is a continuous function of $A$ and for $A=0$ it is equal to zero; as $A \rightarrow \infty$, the left-hand side tends to infinity, the right-hand side of $/ 18 /$ is constant positive/.


Fig. 3
If the function $F(A)$ has another form, there exist more solutions of Eq. $/ 18 /$, and even, there can exist continuum set of solutions within certain interval $\left\langle A_{1}, A_{2}\right\rangle /$ Fig. 4 and 5/.

We shall now consicer the so called resonanse curve, that is the plot of the amplitude $A$ of periodic solution of $/ 16 /$

versus the frequency of exciting force/which equals to the frequency of periodic solution $\omega /$.

The function $A(\omega)$ is represented by Eq./17/. To simplify reasoning we shall consider the second powers of these variables, that is $A^{2}\left(\omega^{2}\right)$.

It follows from Eq. /17/ that if $A=0$ then $\omega=0$; if $\omega=0$, then either $A=0$, or /19/

$$
F(A)=0 .
$$

If Eq. / $19 /$ possesses $n$ solutions and if $F(0) \neq 0$, then the resonance curve $A^{2}\left(\omega^{2}\right)$ crosses the $A^{2}$ - axis at $n+1$ points.
points.
We shall calculare the derivative $\frac{d\left(A^{2}\right)}{d\left(\omega^{2}\right)}$. It has the
following form :
/20/ $\frac{a\left(A^{2}\right)}{d\left(\omega^{2}\right)}=\frac{2 \omega^{2}\left[H^{2}-A^{2}(\mu-1)^{2}\right]-2 A^{2} F(A)(\mu-1)-A^{2} a^{2}}{\left[\omega^{2}(\mu-1)+F(A)\right]^{2}+A\left[\omega^{2}(\mu-1)+F(A)\right] \frac{d F}{d A}+\omega^{2} a^{2}}$
Hence it is obvious, that

$$
\begin{aligned}
& \frac{d\left(A^{2}\right)}{d\left(\omega^{2}\right)}=0 \text { for } \omega^{2}=0, \quad A=0, \\
& \frac{d\left(A^{2}\right)}{d\left(\omega^{2}\right)}=\infty \text { for } \omega^{2}=0, \quad F(A)=0, \quad A \neq 0, \quad a \neq 0 .
\end{aligned}
$$

This means that in the origin of the coordinates $\left(\omega^{2}, A^{2}\right)$ the resonance curve is tangent to the $\omega^{2}$-axis, whereas at the points of intersection with $A^{2}$ - axis /if they exist/ it is tangent to this axis.

We shall seek for the points at which $\frac{d\left(a^{2}\right)}{d\left(\omega^{2}\right)}=0$. Putting the numerator of expression /20/ equal to zero, after some transformations we obtain :
/21/ $\quad \omega^{2}=\frac{A^{2}}{2} \frac{2 E(A)(1-\mu)-a^{2}}{A^{2}(1-\mu)^{2}-H^{2}}$
We transform Eq. /17/ into the following form :
/22/

$$
\begin{gathered}
\omega^{4}\left[A^{2}(\mu-1)^{2}-H^{2}\right]+\omega^{2} A^{2}\left[a^{2}+2 F(A)(\mu-1)\right]+ \\
+A^{2}[F(A)]^{2}=0
\end{gathered}
$$

The expression /21/ is substituted into /22/. After transformmatin we have :

$$
\frac{A^{2}}{A^{2}(1-\mu)^{2}-H^{2}}\left[4 H^{2}[F(A)]^{2}-4 A^{2} F(A) a^{2}(1-\mu)+A^{2} a^{4}\right]=0 .
$$

Hence it follows that $\frac{d\left(A^{2}\right)}{d\left(\omega^{2}\right)}=0$ for $A=0$, as it was
shown previously, and that

$$
\frac{d\left(A^{2}\right)}{d\left(\omega^{2}\right)}=0 \text { for } A^{2} \neq \frac{H^{2}}{(1-\mu)^{2}} \quad \text { if }
$$

123/

$$
4 H^{2}[F(A)]^{2}-4 a^{2} A^{2}(1-\mu) F(A)+a^{4} A^{2}=0 .
$$

From another point of view the left-hand side of Eq. / $22 /$ is a quadratic form with respect to $\omega^{2}$. If the values of coefficients in Eq. /22/ and the form of function $F(A)$ are know, then for every value of $A$ the roots of this equation can be calculated. There can exist either two or one real root, or there is no real root at all. Proceeding in such a way and changing the quantity $A$ we can plot the exact resonance curve in the plane $\left(\omega^{2}, A^{2}\right)$.

Thus, we shall determine some general qualitative lines, which are characteristic for the resonance curves defined as "roots" of Eq. $/ 22 /$.

We determine the discriminant of the expression on the lefthand side of Eq, /22/:
/24/ $\quad \tilde{\sigma}=A^{2}\left[4 H^{2}[F(A)]^{2}-4 a^{2} A^{2}(1-\mu) F(A)+a^{4} A^{2}\right]$. Equating each other the expressions / $23 /$ and $/ 24 /$ we obtain, that $\frac{d\left(A^{2}\right)}{d\left(\omega^{2}\right)}=0$ if $\tilde{\delta}=0$. Therefore, the quadratic equation with respect to $\omega^{2}$, has only one root, namely the expression $/ 21 /$. If $\tilde{\tilde{0}}<0$, the real roots of Eq. $/ 22 /$ do not exist.

We transform Eq. /23//the left-hand side of this equation is a quadratic form with respect to $F(A) /$. We find the expression
/25/

$$
\frac{2 H^{2}}{a^{2}} F(A)=\mathcal{X}_{i}\left(A^{2}\right)
$$

where the notation is introduced

$$
\begin{aligned}
X_{i}\left(A^{2}\right) & =A^{2}\left[(1-\mu)+(-1)^{i} \sqrt{(1-\mu)^{2}-\frac{H^{2}}{A^{2}}}\right] \\
i & =1,2 .
\end{aligned}
$$

We shall seek for the solution of Eq. /25/ using a graphical
method. These solutions are the points of intersections of the curves described separately by expressions on two different sidee of $/ 25 /$. The curve $\mathcal{X}_{i} A^{2}$ is one of the branches of the hyperbola and it possesses the following asymptotes : horizontail one

$$
X_{a 1}=\frac{H^{2}}{2(1-\mu)},
$$

and inclined one :

$$
X_{a 2}=2 A^{2}(1-\mu)-\frac{H^{2}}{2(1-\mu)} .
$$

At the point $A^{2}=\frac{H^{2}}{(1-\mu)^{2}}$ there is $\frac{d X_{i}\left(A^{2}\right)}{d\left(A^{2}\right)}=\infty$. For $i=1$ we obtain the lower branch of hyperbola, for $i=$; the upper branch /Fig. 5 - provided, that $1-\mu>0 /$.

In view of /23/ and /24/ we have /Fig. 6/:
$\widetilde{\widetilde{\sigma}}=0$ for points lying on the curve $\mathcal{X}_{i} A^{2}$,
$\tilde{\delta}<0$ for points lying inside the region bounded by curve $x_{i} d^{2}$,
$\tilde{j}>0$ for points 1 ling outside the region bounded by curve $X_{i} A^{2}$


Fig. 6

Next we analyze Eq. /22/. The free thrill of this expression is positive everywhere. If the coefficients of $\omega^{4}$ are posifive, but the coefficients of $\omega^{2}$ are negative as well as $\tilde{\delta}>0$, then Eq. /22/ possesses two solutions- $\omega^{2}\left(A^{2}\right)$ of the form :
/26/

$$
\omega_{1,2}^{2}=\frac{A^{2}\left[2 F(A)(1-\mu)-a^{2}\right] \pm \sqrt{\tilde{\varepsilon}}}{2\left[A^{2}(1-\mu)^{2}-H^{2}\right]}
$$

where $\tilde{\delta}$ is expressed by $/ 24 /$.
If the coefficient of $\omega^{4}$ is positive and the coefficient of $\omega^{2}$ is non-negative, then solutions $\omega^{2}\left(s^{2}\right)$ of $E_{q} . / 22 /$ do not exist /because it should be $\omega^{2} \geqslant 0 /$. If the coedficient of $\omega^{4}$ is negative, then there exists one solution $\omega^{2}\left(A^{2}\right)$ :

$$
\omega^{2}=\frac{A^{2}\left[2 F(A)(1-\mu)-a^{2}\right]-\sqrt{\tilde{\delta}}}{2\left[A^{2}(1-\mu)^{2}-H^{2}\right]}
$$

The last case takes place, if $A^{2}(1-\mu)^{2}-H^{2}<0$, that is, if
/27/

$$
\mathrm{A}^{2}<\frac{\mathrm{H}^{2}}{(1-\mu)^{2}}
$$

This is illustrated in Fig. 7.
In is illustrated in Fig. ${ }^{7} \dot{j} \quad \frac{H^{2}}{(1-\mu)^{2}} \quad$ a number of solutions depends, as it was shown above, on the sign of the coefficient of $\omega^{2}$ in $/ 22 /$. For
/28/

$$
a^{2}+2 F(A)(\mu-1)<0
$$

and for $\tilde{\delta}>0$ there exist two solutions of /26/ if $A^{2}>\frac{H^{2}}{(1-\mu)^{2}} \quad$, or ore solution

$$
\omega^{2}=\frac{[F(A)]^{2}}{(1-\mu) F(A)-a^{2}}
$$

if $\begin{aligned} A^{2}= & \frac{H^{2}}{(1-\mu)^{2}} \text {. For } \\ & a^{2}+2 F(A)(\mu-1) \geqslant 0\end{aligned}$
the real solutions of Eq. /22/ do not exist. The inequality $/ 28 /$ can be presented in the following form :
/29/

$$
\frac{2 H^{2}}{a^{2}} F(A)>\frac{H^{2}}{1-\mu}
$$

and in the plane $\left(\frac{2 H^{2}}{a^{2}} F(A), A^{2}\right)$ it preserts the region in which the solutions of Eq. /22/ can exist /Fig. 3/.


Fig. 7


Fig. 3

Now we ahall collect together in one plane the regions of existence of solutions for Eq. /22/ resulting from the inequalities /27/ and /29/ as well as from the relation/24/ /Fig. 9/.

Solving graphically Eq. /25/, changing apropriately the argument $A$ into $A^{2}$ we are able to draw in Fig. 9 also the plot representing the function $\frac{2 \mathrm{H}^{2}}{a^{2}} F(A)$. From the analysis carried out above it follows, that for the example of the
function plotted in Fig. 9 the resonance curve exists in the intervais $\left\langle 0, \frac{H^{2}}{(1-\mu)^{2}}\right\rangle,\left\langle A_{1}^{2}, A_{2}^{2}\right\rangle$ and in the first interval there exists one solution $\omega^{2}\left(A^{2}\right)$, whereas in the second interval tio solutions $\omega^{2}\left(A^{2}\right)$.


Fig. 9
In order to present the resonance curves in the plane $\left(\omega^{2}, A^{2}\right)$ for various forms of the function $F(A)$ we shall deal, at first, with the so called "skeleton curve".

We as sume, that there exist two solutions $\omega^{2}\left(\mathrm{~A}^{2}\right)$ described by the expression $/ 26 /$. We shall consider the "skeleton curve" that is the curve in the plane $\left(\omega^{2}, A^{2}\right)$ with respect to which the branches of the resonance curve corresponding to the solutions $/ 26 /$ are located at the identical distances at the segments which are paralell to the $\omega^{2}$-axis. For this purpose we put together the expressions $/ 26$ / /one with the sign plus of $\sqrt{\tilde{\delta}}$, the second one with the sign minus/. Thus, $w \in$ decompose the obtained expression into two parts. So the equation of the "skeleton curve" is :

130/ $\quad \omega^{2}=\frac{A^{2}\left[2 F(A)(1-\mu)-a^{2}\right]}{2\left[A^{2}(1-\mu)^{2}-H^{2}\right]}$
or aiter some transformation
/31/

$$
2 \omega^{2}\left[(1-\mu)^{2}-\frac{ت^{2}}{A^{2}}\right]=2 F(A)(i-\mu)-a^{2} .
$$

We differentiate all terms of $\mathrm{Eq} . / 31 /$ with respect to $\mathrm{A}^{2}$ :
/32/ $2 \frac{d\left(\omega^{2}\right)}{d\left(A^{2}\right)}\left[(1-\mu)^{2}-\frac{H^{2}}{A^{2}}\right]+2 \omega^{2} \frac{H^{2}}{A^{4}}=\frac{\sum F(A)}{d A} \frac{1-\omega}{A^{4}}$.
If $\frac{d F(A)}{C A}<0 /$ this take place, for instance, for solt spring characteristics/, then the rignt-nand side of Eq. /32/ is negative provided that $1-\mu>0$. Consequently, the lenthand side should be negative, too. We sonsider the interval $A^{2}>\frac{H^{2}}{(1-\mu)^{2}} \quad$ /since for $A^{2} \leqslant \frac{U^{2}}{i 1-\mu)^{2}} \quad$ there exists only one solution and the notion of "skeléton surve" is meaninglessh. In this case, the expression in brackets in /?2/ is positive. To ensure the positive sign of the left-hand side of $/ 32 /$ it should be $\frac{d\left(\omega^{2}\right)}{d\left(A^{2}\right)}<2$. Aence it sollows that if $\frac{d F(A)}{d A}<0$, then the "slelet: surve" is the decreasing fometion of $A^{2}$.

If $\frac{d F(A)}{\hbar A}>0$ hard springs/, then for the great taines of $A^{2}$ in the expression $/ 30 /$ the quantity in the numerator can be neglected as compared with $2 F(\dot{\alpha})(1-\mu)$, as well as in the denominator the quantity $H^{2}$ in comparison with $A^{2}(1-u)^{2}$ The approximative equation of the "skeleton curve" has the form :

$$
\omega^{2} \approx \frac{\Gamma(A)}{i-\mu}
$$

Hence it follows that for reat ralueg of $A^{c}$, if $\frac{E(A)}{A A}>$ ?
the "skeleton curve" is the increasing function of $A^{2}$.
We shall point out, that one of the solutions of $/ 26 /$ posesses the vertical asymptote

$$
A^{2}=\frac{H^{2}}{(1-\mu)^{2}}
$$

Indeed, if $A^{2} \rightarrow \frac{\mathrm{H}^{2}}{(1-\mu)^{2}}$, the numerator of the greater root of $/ 26 /$ is reduced to the constant quantity

$$
\left[\mathbb{F}\left(\frac{H^{2}}{(1-\mu)^{2}}\right)-\frac{\varepsilon^{2}}{1-\mu}\right] \frac{H^{2}}{1-\mu}
$$

the denominator confines itself to zero, and therefore, for one branch of the curve $\omega^{2} \rightarrow \infty$.

On the ground of the analysis presented above, we are able for various types of the function $F(A)$ /for instance, for those presented in Fig. 10/ to determine appropriately the resonance curves /Fig. 11/.



Fig. 10


The atrabysis can de performed analogously in the case $1-\mu<0$. We present here only the final results, that is, the plots of the resonance curves for some forms of the function $F(\mathbb{A}) / F i g$. in and $13 /$.


Fig. 12


Fig. 13
At the end, in the case $1-\mu=0$ the following expression

$$
\omega^{2}=\frac{A^{2} \varepsilon^{2}+A \sqrt{A^{2} \varepsilon^{4}+4 H^{2}[F(A)]^{2}}}{H^{2}}
$$

is the unique solution $\omega^{2}\left(A^{2}\right)$ of Eq. /22/.
If $F(A)$ is a monotonic function, $\omega^{2}$ is a monotonically increasing function of $A^{2}$ and $\omega^{2} \rightarrow \infty$ as $A^{2} \rightarrow \infty$ /Fig. 14/.


Fig. 14
The analysis ziven above exhaust fully the problem of harmonical resonance states for the solution of the system /1/. It should be omphasized, that the solutions /16/ are the exact solutions of the system /1/ and therefore, we obtain the resonance curves without any approximations. It is of course, very dseful for practical applications to know the qualitative picture of resonance curve which is achieved with aid of simpie examination of location of the curve $2 \mathrm{H}^{2} \mathrm{a}^{-2} \mathrm{~F}(\mathrm{~A})$ on the diagram of regions of existence of separate forms of solutions for Eq. /22/. If, for instance, the function $F(d) /$ characteristics of elasticity/ is given in the form of a plot /the case frequently encountered in practice/, it is sufficient to compare the plot of this function with the graph of existence of the separate forms of solutions/Fig. 9/ and it is possible to determine directly both the qualitative picture of the resonance curve as vell as the value of greatest amplitude and frequency for which it occurs, /the formula /21/ after subs "itution $A=A_{\max } /$. Further, it is possible to choose the spring characteristics, that is, the function $F(A)$ in such a way, that in the conditions of operation with the velocity $\omega$, the amplitude of forced vibration does not pass above the given
quantity. From plots in Fig. 10 and 12 it is seen how the daxiping coefficients affect the resonance process. Lowering " $e$ " causes as if the compression of the scale of plot of the function $F(A)$, therefore the curve $2 \mathrm{H}^{2} \mathrm{a}^{-\hat{c}} F(A)$ becomes less abrupt. Its point of intersection with the curve $\omega^{2}\left(A^{2}\right)$ removes itself leftwardis. This means, that the greatest amplituce of forced vibration decreases. The changing of the coefficient H gives invers effects.

Let us draw attention to the case $F(\rho)=\nu^{2} \pm c \rho^{2}$. Eq. $/ 1 /$ possesses then one, two or three periodic solutions of the type /16/ with different amplitudes corresponding to the given value of $\omega /$ the cases $1,2,4,5,7, \varepsilon, 9$ anc 10 in Fig. 11/. This result is similar to those conclusions concerning the second order differential equation of the inffine's type

1331

$$
\ddot{x}+a \dot{x}+\dot{\nu}_{x}^{2} \pm c x^{3}=H \sin \omega t
$$

which describes the motion of a mechanicai or electricai systew with one degree of freedom. It is show, for the qoove mentiones equation, that the resonance curves may have the lise srape as those in Fig. 11. However, it shoula be emphasied, ti.et the results for Eq. /33i were obtained by many autors in the approximative way, whereas in the present woric, the resuits obteinec for the system /1/ are exact.

If the damping in the system/1/ is small and if the furnction $F(\rho)$ is increasing as well as if the principal axial moment of inertia $I_{z}$ is either less than or equal to the equatorial moment I $/ \mu \leqslant 1 /$, then the amplitude $A$ of forcec̃ vibration can increase infinitely as $\omega$ increases /cases 2, 3, 6, 9, 10 and 11 in Fig. 1 $1 /$. Hence it follows, that if the amplitude of the exciting force is proportionai to the second power of freouency $\omega$, for high speeds the stabilizing factor, namely, the coefficient of gyroscopic coupline has the insignificant influence. If a stronger demping exists in the system, then the amplitude increases only to a certain vaiue as $\omega$ increases.

The existence of several states of resonance was first observed by $M . Z$. Kolowski for the case of single equation of the second order :
/34/ $\ddot{y}+a \dot{x}+x F(x)=H \omega^{2} \sin \omega t$.
In the publication [11] the resonance curves were obtained for the approxinative solution of Eq. /34/:

$$
x=A \sin (\omega t+\gamma)+B
$$

for a number of types of the function $F(x)$. The character of resonance curves obtained by Kolowski on ground of the first approximation are not different to those obtained for the system $/ 1 /$ with the aid of exact method.
4. Investigation of stability of periodic solutions $/ 16 /$.

In view of existence of several periodic solutions it was necessary to examine their stability. In order to investigate the Liapunov's stability of periodic solutions of the type/16/ for the oystem $/ 1 /$ which possesses different amplitudes, we shall write the system of equations under discussion in variations. Next, we shall analyze the stability of its solutions [12] . Applying the transfomation

$$
\begin{aligned}
& x=u+A \sin (\omega t+\gamma) \\
& y=v-A \cos (\omega t+\gamma)
\end{aligned}
$$

we obtain the linearized system of equations in variations $[\uparrow 3$, 14] :

$$
\begin{aligned}
& \ddot{u}+(a+\gamma) \dot{u}+\left[F(A)-\eta \omega^{2}\right] u+A \sin (\omega t+\gamma) . \\
& \cdot \frac{d F(A)}{d A}[u \sin (\omega t+\gamma)-v \cos (\omega t+\gamma)]+\tilde{\mu} \omega \dot{v}+
\end{aligned}
$$

/35/ $+\chi \omega v=0$,
$135 /$

$$
\begin{aligned}
& \ddot{\nabla}+(a+\alpha) \dot{\nabla}+v\left[F(\dot{\alpha})-\eta \omega^{2}\right]-\dot{A} \cos (\omega t+\gamma) \therefore \\
& \frac{\dot{d} E(A)}{\dot{\alpha}}[u \sin (\omega t+\gamma)-v \cos (\omega t+\gamma)]-\tilde{\mu} \omega \dot{u}- \\
& -d \omega u=0 .
\end{aligned}
$$

This is the system of homg geneous linear equetios with periodicaliy rariable coefficients. For this syetem $w \in$ have found the soilution :
/36/

$$
\begin{aligned}
& u=e^{m t}\left[c_{1} \cos (\omega t+\gamma)-c_{2} \sin (\omega t+\gamma)\right], \\
& v^{\prime}=e^{\text {IIt }}\left[c_{1} \sin (\omega t+\gamma)+c_{2} \cos (\omega t+\gamma)\right]
\end{aligned}
$$

winere the constante $\mathrm{F}, \mathrm{C}, \mathrm{O}_{2}$ should be cieterminec. Subetituting / 36/ inte $/ 35 /$, after some transformation we obtain the followisg characteristic equation to cetermine $m$ :

$$
\begin{aligned}
& x^{4}+2 \tilde{m}^{2}(z+\gamma)+x^{2}\left[\omega^{2}\left(\tilde{\mu}^{2}-2 \tilde{\mu}+2-\hat{2} \eta\right)+2 F(A)+\right. \\
& \left.+(a+\gamma)^{2}+A \frac{a F(A)}{G L}\right]+m\{(\varepsilon+\chi)[2 F(A)+ \\
& \left.\left.+\& \frac{\partial J(\dot{\alpha})}{\partial \dot{\alpha}}\right]+2 \cdot \omega^{2}(i-\eta)+2 \alpha \omega^{2}(\mu-1)\right\}+ \\
& +\omega^{2} \varepsilon^{2}+\left[F(A)+\omega^{2}(\mu-1)^{7}\right]^{2}+A \frac{d F(A)}{d A}[F(A)+ \\
& \left.+\omega^{2}(\mu-1)\right]=0 \text {. }
\end{aligned}
$$

Eq. /37/ has four roots $\bar{z}$. If they are different, we obtain ecur incenendent solutions of the system /35/ in the form of $/ 36 /$. Their itnear combination is the general solution. However, we are interested oniy in the sign of the real part of the rocts il aietermines exponential decreasing of solutions / $36 /$ nne. in consecuence; the asymptotic stability of the sciutions /i6/ for the systef $/ 1 \%$

He shall apply the Hurwitz's criterium [12]. After developing the corresponding determinants wefind the following conditions :
/38/

$$
\begin{aligned}
& a+x>0, \\
& (a+x)\left[F(A)-\eta \omega^{2}+(a+\chi)^{2}+\frac{A}{2} \frac{d F(A)}{d A}\right]+
\end{aligned}
$$

139/

$$
\begin{gathered}
+a \omega^{2}(\tilde{\mu}-1)^{2}+\chi \omega^{2}\left(\tilde{\mu}^{2}-3 \tilde{\mu}+3\right)>0, \\
(a+x)^{2}\left[F(A)-\eta \omega^{2}+\frac{A}{2} \frac{d F(A)}{d A}\right]+(a+\gamma) \tilde{\mu} \gamma \omega^{2}-
\end{gathered}
$$

/40/
/41/

$$
\begin{aligned}
& -\omega^{2} x^{2}+\frac{(a+x)^{2} \frac{A^{2}}{4}\left(\frac{d F(A)}{d A}\right)^{2}}{(a+x)^{2}+\omega^{2}(\tilde{\mu}-2)^{2}}>0, \\
& - \\
& -\omega^{2}\left(\mu-\omega^{2}(\mu-1)\right]^{2}+a^{2} \omega^{2}+A \frac{d F(A)}{d A}[F(A)+ \\
&
\end{aligned}
$$

which fuarantees, that the real parts of m are negative. The conditions $/ 38 /, / 39 /$ and $/ 40 /$ are fulfilled if the positive Aissipation exist in the system $/ a>0 /$, and if, for instance, the function $F(A)$ is non-decreasing, as well as it has nonnegative derivative for given $A$, and if the condition $/ 11$ / is fulfilled. The inequality $/ 41 /$ shows directly for which amplitudes $d$ the solutions /16/ are stable or unstable. To verify this we write Eq. /17/ in the following form :

$$
\phi\left(A^{2}\right) \equiv\left\{\left[F(A)+\omega^{2}(\mu-1)\right]^{2}+\omega^{2} a^{2}\right\} A^{2}=H^{2} \omega^{4} .
$$

The function $\phi\left(\mathrm{A}^{2}\right)$ has the following properties : $\phi(0)=0$, $\phi\left(A^{2}\right) \rightarrow \infty$, as $A^{2} \rightarrow \infty$. Since $F(\rho)$ is a continuous function, $\phi\left(\mathrm{A}^{2}\right)$ is also a continuous function of the argument
$A^{2}$. Hence it follows, that there exist such a value $A^{2}=\tilde{A}^{2}$, for which $\phi\left(\tilde{\mathbf{B}}^{2}\right) \equiv \mathrm{H}^{2} \omega^{4}$. If the function $\phi\left(\hat{\mathrm{A}}^{2}\right)$ is nonmonotonic, the greater guantity of points for which $\phi\left(\mathrm{A}^{2}\right) \equiv$ $=H^{2} \omega^{4}$ can exist /Fig. 15/.


$$
\mathrm{F}_{\mathrm{I}} \mathrm{~g} \cdot \mathrm{I}
$$

We shail aleferentiate the function $\phi\left(A^{2}\right)$ :

$$
\begin{aligned}
\frac{\partial d \dot{a}^{2}}{\dot{\partial} t^{2}} & =\left[\bar{Z}+\omega^{2}(\mu-1)\right]^{2}+\omega^{2} \varepsilon^{2}+ \\
& +A \frac{\dot{\varepsilon} F(A)}{\dot{C} h}\left[F(A)+\omega^{2}(\mu-1)\right] .
\end{aligned}
$$

148. 

Comparin the expression / $41 /$ and / $42 /$ we see, that the soiutions wati. amiotudes $A_{i}, i=1,2,3, \ldots$, for which

$$
\left.\frac{a \phi\left(A^{2}\right)}{a A^{2}}\right|_{A=A_{i}} \leqslant 0
$$

/that is if the furction $\phi\left(A^{2}\right)$ at the point $A=A_{i}$ is non-fncreasing/ are unstabie. For instance, in Fig. 15 the solutions with amplitudes $\tilde{i}_{2}, \tilde{b}_{i-1}$ are unstable.

If there exist three periodic solutions of the type $/ 16 /$ with different amiludes/this, as it was sqid above, can take piace/, ther the solution with mean, as to quantity, am-
plitude is unstable, whereas the two solutions 3itialed extremely can be stable. This result or exact reasoning confirms the results obtained by other authors using approximative methods $[11,15]$.
5. Conclusions.

If the present work the motion of the mechanical system shown in Fig. 1 has been investigated on the ground of analysis of differential equations i/. The boundedness of deflections of the rotor axis from the vertisal position has jeen pointed out. It is proved, that if the solutions of homogeneous linearized differential equations systen /1//i.e., when $F(\rho) \equiv k^{*}>0, \quad \exists \equiv 0 \prime$ are asymptoticaily stabie, than the solutions of the nonlinear system are bounded and are somine to the certain definite domain of the ultimate boundedness. In the paper [10] it is showec, that in the linear case, tie effect of liquid at the tani may cause the unlimitec solutions in the overcriticai domain, i.e. unlimited dez゙actior. ot the centrifuge from the vertical position. Ine an joserme this in practice. The centrifuges with tan'zs efiled with a smail guantity of liquid can be subjected the dangerous vibration, with amplitude much greater than in the case mpty or fulfilled tank. In the paper it is shower, that in the case of moninnear elastic characteristics of bearings such effect aiso can je obtain.

It was demonstrated the existence at least of one seriodic. solution of the type $/ 16 /$ with the frequency of the excitine force. The existence of the solution /16/ Aoes not depend Arom value of the coefficient $\nless$ i.e. from existence liquid with free surface in the tank. The relation between frequency and amplitude of the forced vibration has been obtained. It foliows from these relations that for various frequencies of the exciting force, that is, for various angular velocities of the rotor itself, the amplitude of forced vibration changes monotonically only in certain ranges of values of $\omega$ /for fixed
vailues of other parameters of the system/. In the defined range of values there exist two, three or more states of the steady vibration. The "jump phenomenon" is also possible, wich is known for Eq. /33/ of the Duffing's type. The stabilitv of the periodic vibration has been investigated. It is preciseiy determined which periodic solutions are stable and which are unstable. It should be noted that the phenomenon of eristence of a number of stable steady states is only due to the action of the nonlinear elastic force of the bearings. In the case of full inearisation of motion equations, the relation amplitude - frequency has different character, nanely, the moduli of amplitudes change/for the given frequency/ as we:- as the phenomenon of existence of several amplitude for one frequency does not appear. Designing the rotating sycter if such a kind, the constructor mey and shoulc choose the nonimear elastic characteristic in such a wav, thet for a Eiven anguiar veiocity of operation the ampiituje of detrimeritei precession vibration $c$ f the rotor should be so smali, as poecible.

Finaily, it should be notec, that Eọ. /1/ mey be used to des cribe not only the system shown ir. Fig. 1, but eisc nume--ous other systems /more strictiy, these are the equations $\approx \approx$ siall vibration/, for instance, tine motion 0 : a massless filexible shaft rotating in rigic bearings together with the Eisc attached eecentrically $[2,15]$, the motior. of some grroscopic devices, gyroscopic stabilizers anco others.
 Нзд. АН СССР, I959,
 напин, Иизд, Аатиностроение, I964,
[3] В.А, Гробов, Аспитотические метопв расчета изгобних колебаний валов турбомапипи, Изд. АН СССР, I96I,
[4] В.В. Болотин, Неконсервативные задачи теории упругои: устойчивости, Тос. Изд. 霛з. Нат. Наук, IS6I,
[5] М.л. Кушуль, Автоколебания роторов. Динатика быстрохопннх веретен, Изд. АН СССР, I963,
[6] А.С. Кельзон, Динанина песткого ротора вратаюмегося в пвух упоугих опорах, Ученне записки виспего инаенерного морского училиша ш:. інакарова, IO, I958,
[7] А.С. Чельзон, Н.И. ИПушина, Колебания самоцентрируюцейся уентрипугл, Изв. АН СССР, Неханика и Мапиностроение, З, 1963,
[8] А.С. Кельзон, З.В. Троипкая, Самоцентрирование пи уравновешивание внсокооборотного ко:прессора, ИІзв. АН СССР, Неханика п Напиностроение, З, IS6I,
[9] В.Н. Окунев, Свободное движение гщроскопа, Гос. Изд. Тех. Теорет. Лит., I95I,
 ротора при неполном наливе жппкости, Научнее Доклатн Вясшеі̆ Школн, сер. ฟапиностроение и Прпборостроение, 2, I959,
 Іздд. "Наука", I966,
[I2] I. Ceseri, Asymptotic behaviour and stability problems in ordinary differential equations, Spainger - Verlag, 1959,

 Drgań Nieliniowych, 8, 1967,

 Zagadnienia Drgań Nieliniowych, 9, to appear,


 Ірџборостроение, 4, I958.

